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SUMHMARY

Apparatus bas been dsveloped for detecting and measuring small
changes in the deflection of a specimen in & rotating-beam fatlgue
nachine. This changs in deflection has been found to be a function
of the size of the fatigue crack in the specimen, The correlation
between deflection and crack size has been investigated. The ap-
paretug may be used for indicating the formation of fatigue cracks
or for following the nrogress of cracks as they propagate through
the epeclmen,

INTROJUCTION

Ags one phase of a study of the eveluatlon of fatlgue damage
being made at the Natlonal Buresu of Standards, a method of de—
tecting fatigue cracks at the earlliest poesible stage was desired.
It was essential that the method should not involve continuous ob-
servation nor interruntion of the test.

Preliminary experimentation with electrical and magnetic tests
showed that any of these tests would be too dilfficult to set up and
too susceptible to disturbence to be satisfactory in this applice~
tion, particularly since most of the specimens to be tested were
notched, Gensamer (reference 1) has used a microswitch operated by
the deflectlon of the specimen to stop his fatigue machine in order
to obtaln cracked specimens, and 1t appeared that this method might
be useful in fulfilling the above requirements.

This investigation, conducted at the National Bureau of Stan-
dards, was sponaored by, and conducted with financial assistance
from, the National Advisory Committee for Aeronautics,
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METHOD

The deflection of a rotating-beam gpecimen was measured
throughout a test by using a cathetometer focused on the center
of the specimen and illurinating the epecimen with a stroboscopse.
The deflection changed repldiy during the early part of the test,
then remained nearly constant throughout most of the run, When
the dsflectlon started to increase 1t was evident that fracture
vas imminent, as the deflection would incremsse at an increasing
rate until the bresk occurred. However, the magnitude of the
change was so small that 1t was obvious that a sensitive method
of measurement was needed ln order to obtaln the desired results.

This 18 accomplished as follows: A micrometer screw mounted
on the bed of the R, R. Moore mechine 1s used tc ralse or lower a
short plece of platinum wire to make contact with a nlate of the
same materlal mounted on, but insulated from,the specimen end of
one bearing box. Tha contact 1s approximately 3/h inch from the
center of the specimen, and the deflection measured here is 85
to 90 percent of that et the center. These contacts are incor-
norated in the grid circuilt of a gas triode tube as shown in
figure 1. In thls way the curremt throush the contacts 1s kept
very small so that no pitilng or bulld-up of the surface can
occur to change thelr dimensions.. As gocn as the micrometer con-
tacts close, the grid potential is ralsed erough tc allow the
tube to conduct. This clcses the relay in the plate circult,
which gives an audible cr visual slgnal. Since the plate voltage
is D, C., the tube continues to conduct until the plate voltage
is reduced to zero by closing the key.

Ag the start of a test, the lower contact is ralsed by mesans
of the micrometer screw until contact is msde, This reading is
noted, the screw backed off a certain amount, and the clrcult re-
set for operation with the key. Then when deflection cccurs, the
alarm circuit 1s closed and can be opened only by backing off the
screw and momentarily closing the key.

The gap left between the contacts 1s from 0,002 to 0,005
millimeter (0.0001 to 0.0002 in.) depending on the amount of
extranecus vibration presont., BSince the deta presented in this
report were obtalned, the whole fatigue machine has been mounted
on tension springs deslgned to give it a natural period which 1s
large in comparison with that of the dlsturbing vibration. It
18 now voseible to get rellable operation with a gap cf only
about 0.001 millimeter (0.00005 in.). It is necessary to check
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the adjustment of the gap from time to time (about every 50 to
100 thousand cycles), as there are slow changes in deflection
probably due to temperature changes,

After deflection of the specimen has started, the change of
deflection may be measured with the micrometer contact, or the
relay may be connected in such a way that the machlne 1s auto-
matically turned off when a predetermined value of deflectlon is
reached.

MATERIAL, AND TEST SPECIMENS

The material used in this work was normalized SAE X4130
steel having the following properties:

Hardness - Rockwell B 90

Yield strength (0.2 percent offset) - 62,500 vsi
Ultimate tensile stremgth — 104,000 pail
Elongetion (1 in.) - 27 percent

Reduction of area - h1 percent

Detalled dimensions of the reduced section of the specimen are

shown in figure 2., The values of fatigue stress listed in this
report are calculeted on the minimum sectlion, without regard to
strees concentration. Tho speed of the fatigue machine was 3600

Tpm.

RESULTS

In order to determine the relatlon between deflection and
the arca of the fatigue crack, speclmens were run to variocus pre-
determined values of deflecticn, They were removed from the
machino, heated 1 hour at 275° C to produce a dark blue temper
color, and then broken in tension. The blue fractured area was
in marked contrest to the Lright fracture of the part broken in
tension and showsd very clearly the extent of the fatlgue crack.
The fracture of a typlcal specimen 1s shown in figure 3. The
area of the crack was measured with a planimeter on an enlarged
tracing of the fracture, and the results, plotted against the
deflection in the fatigue test, are shown in figure 4, The
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deflections are plotted to a square-root scele, and the nearly
linear relationship 1llustrates the primary difficulty with this
method; that 1s, the deflectlon of the specimen cauwsed by a small
crack 1s extremely small,

As a point of incidsental interest, figure 5 shows -the values
of tensile stress necessary to fracture the craclked fatigue speci-
mens plotted ageinst the remeining area. The sharp notch causes
a lerge radlal stress, thus increesing the reslstance to plastic
deformation.

As an example of the way in which the deflsction~creck area
relstionshiv may be used, figure 6 shows the growth of fatigue
cracks in several specimens at three different values of stress.

No explanation 1s epparent for the differences in the rate of
growth at one stress, as the rate shows no correlation with elther
the eccentriclty of the crack or the number of cycles up to the be-
ginning of cracking.

Nationel Bureau of Standards,
Washington, D, C., July 27, 19uk,
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~ Figure 2.- Details of the reduced section of the fatigue
specimen.
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Figure 3.- Fractured specimen showing area of fatigue
crack (dark), x 12,
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Figure 4.- Relationship between crack area and deflection.
The latter is plotted to a square-root scale.
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